
 73 1
2 " 

 53" 

 53" 

 53" 

PAIR OF LIFTING EYES STANDARD

SCREENED FIXED LOUVER VENT 
STANDARD

3IN WIDE EXTERNAL 
MOUNTING FLANGE

304SS EXTERNAL 
HARDWARE

20 MIL PLYESTER GELCOAT BEIGE 
COLOR STANDARD. CUSTOM 
COLORS AVAILABLE

THREE POINT LATCH WITH KEYED 
LOCKABLE TURN HANDLE

OPTIONAL FEATURES:
3/8" THICK INTEGRAL FIBERGLASS FLOOR•
EQUIPMENT MOUNTING BOARD•
110V, 60W INCANDESCENT LIGHT WITH WALL SWITCH•
VENTILATION FAN, 60CFM WITH REMOTE THERMOSTAT•
BASEBOARD 500W ELECTRIC HEATER W INTERGRAL THERMOSTAT•
110/220V LOAD CENTER WITH 100A MAIN AND 4X 20A BREAKERS•
12"X12" WINDOW IN DOOR•

CUSTOM CONFIGURATIONS AVAILABLE!

R7 INSULATION VALUE STANDARD. HIGHER R VALUES AVAILABLE
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CLEAR OPENING DOOR SWING
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